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Each pack contains :- 
2 Outer Side Walls 
2 Inner Side Walls 
2 Locking Top Bars 
2 Lower Locking Bars 
2 Frame Runners or  
   Castellated Spaces 
Pack of nails 

 

 

1. Dry fit the box together before nailing and glueing. 

If assembling a brood body or standard super, start by  

attaching a frame runner to each of the inner walls.  

Attach the runner to one edge of the inner wall using  

the brass escutcheon pins ensuring that the runner is  

spaced equally from each end of the side wall. If  

assembling a standard super, ensure the runners are  

attached to the same edge of the inner wall that has a  

sawcut along its length. Attach the runner so that it is on the face of the inner 

wall furthest from the saw cut. When assembly of the super is complete, the 

castellated spacers are fitted into the sawcut. 

We recommend the use of a waterproof PVA glue. 

3. Apply glue to the grooves in the outer walls and then push the inner boards 
into the groove, ensuring top of runner coincides with mark. If assembling a 
Budget super, the top of castellated spacers must be flush with the top of 
box. 

4. Apply glue to the inner faces of the locking bars and then push 

them in to the slots, bevelled type at the bottom. 

Regularly check the box is square by 

measuring across the diagonals. If it’s 

out of square, then press the longer 

corners together and remeasure. 

Repeat until both measurements are 

the same. 

N.B. If assembling a Budget super, there are no saw cuts in the inner wall and frame 

runners are not used. In this case the castellated spacers are nailed centrally on one 

side of the inner walls, using brass escutcheon pins. The castellated spacer cut-outs 

2. Mark the outer wall 11mm (7/16”) down, adjacent to the 

long groove 

5. Nail through outer walls into the inner walls using 50mm nails. Nail locking bars into 

position using 50mm nails. Nail locking bars from the inside 5mm down from the 

runner using the 40mm nails. 

For YouTube videos showing how to assemble a National Brood box  

follow the link http://bit.ly/2tB0sYl or scan the QR code 

For YouTube videos showing how to assemble a National Super follow 

the link http://bit.ly/2uuI1Jz 

http://bit.ly/2tB0sYl

